SANTA CLARA COUNTY FLOOD CONTROL 
AND WATER CONSERVATION DISTRICT 


ENGINEER'S REPORT 
OF PROPOSED IMPROVEMENTS FOR 
FOXWORTHY STORM DRAIN 


ZONE C13 CENTRAL ZONE 


5 COUNTY FLOOD JON TROL 
ARID 
ATER CONSERVATION DK 


Wy 


EE CORA, We IRONY GA, 
EA GEN Pe gk aa mI 


COuUNTs AOMIMIGTRATION Bui oma 
76 Viesd Resa Sread 


Sea Jose 10, Cealifernlea 
CY¥ press  9-2034 


August 3, 1961 


ranamitted herewith is the Engineer's Report 
conatruction of Foxworthy Storm Drain, Proj 
C-L (Central Zone) of the Santa Clara 


proposed construction of 866 ree of 
and appurtenances. The eatimated tat 

is $7,538.00, This daa ae can 
e funds and reimbursed by fumde col 
' Ordinance Mo, 59-2 


therefore recomended that your 
hearing on this proposed improve 


Very truly yours, 


eee at ra gad oe 


JAMES T. POTT 
District Engineer 


ti 
Sy, 


ENGINEER'S REPORT 
PROPOSED IMPROVEMENTS FOR ZONE C - 1 
PROJECT NO, 30 502 


POXWORTHY STORM DRAIN 


SANTA CLARA COUNTY FLOOD CONTROL 
AND 
WATER CONSERVATION DISTRICT 


Donald K, Currlin 
Manager~Counsel 


DEPARTMENT OF PUBLIC WORKS 


James B. Enochs, Director 


ADVISORY COMMITTEE BOARD OF SUPERVISORS 
Charles J, Cali Ed. R. Levin, Chairman 
George Siegfried Wesley L, Hubbard 


Sam P, Della Maggiore 
Ralph H,. Mehrkens 
Howard R, Weichert 


TABLE OF CONTENTS 


REPORT Page 
Introduction 1 
Watershed Description 1 
Watershed Development 2 
Basic Criteria a 
Project Description 2 
Project Costs 2 
Specifications 2 
Rights of Way 2 
Financing 3 
Conclusions and Recommendations | 3 

EXHIBITS Plate. 
Area Map 1 
General Construction Plans 2-5 


Specifications | Attach, 


ENGINEER'S REPORT 
FOR THE CONSTRUCTION OF FOXWORTHY STORM DRAIN 
PROJECT No. 30 502 ZONE C-1 (CENTRAL ZONE) 


INTRODUCTION 


Foxworthy Storm Drain is located in the South Willow Glen Section of 
San Jose on Foxworthy Avenue between Jarvis Road and Plummer Avenue, 


The purpose of Foxworthy Storm Drain is to complete a storm drainage 
system, segments of which have been constructed by the City of San Jose. 
This system is now connected by what remains of the old Ross Creek parallel 
to Foxworthy Avenue, The project will eliminate the existing open channel 
adjacent to Foxworthy Avenue and minimize a hazard, 


The project lies entirely within existing street right of way and, therefore, 
no new rights of way are required, 


This report (comprising this document and the maps and general 
construction plans attached hereto) shows: 


1. Ageneral description of the work proposed to be done, 
together with plans, profiles, cross-sections and 
specifications relating thereto, on the project constituting 
the improvement, 


2, Maps which show the location of the project constituting 
the improvement, and any information in regard to the 
same that is deemed necessary or useful. 


3. An estimate of the cost of the project constituting the 
improvement in Zone C-l, including all incidental expenses 
likely to be incurred in connection therewith, as follows, 
legal, clerical, engineering, superintendence, inspection, 
printing, and advertising. 


WATERSHED DESCRIPTIO 


The area to be serviced by Foxworthy Storm Drain is shown in plate 
number 1 (attached hereto). 


WATERSHED DEVELOPMENT 


Development of the area is nearly complete. The development is 
one-family residential in the medium price class. 


BASIC CRITERIA 


Since the storm drain will connect existing and integral parts . 
of the City of San Jose storm drainage facilities, the criteria used 
in establishing the design of the storm drain are those of the City 
of San Jose, 


PROJECT DESCRIPTION 


The project consists of the construction of 625 feet of new storm 
drain and the lowering of 125 feet of existing storm drain, and 
appurtenances, to provide a connection between two parts of an 
existing drainage facility. As a part of this installation, the 
existing Old Ross Creek channel will be eliminated. The project 
will be constructed as one unit. 


PROJECT COSTS 


In the following table, the estimated construction costs for the 
complete project are based on current prices, Items included in 
contingencies are engineering, advertising, legal fees, and all 
other incidentals, 


Construction Costs $ 6,838.00 
Contingencies Costs 1,000,00 
Total Cost $ 7,838.00 


SPECIFICATIONS 


Special specifications for all earth work, reinforced concrete 
pipe, and miscellaneous appurtenances are attached to this report, 


RIGHTS OF WAY 


The entire project lies within the right of way of Foxworthy Avenue, 
therefore, no additional right of way is required. 


FINANCING 


It is proposed that this project be financed initially with tax 
funds of Zone C-l., The Zone will be reimbursed by funds collected 
frorn developers under District Ordinance 59-2, upon completion of 
the project and determination of actual costs. 


CONCLUSIONS AND RECOMMENDATIONS 


The project outlined in this report and on the accompanying maps and 
general plans is a necessary addition to the existing drainage facilities 
in the Central Zone and will eliminate the hazardous condition on 
Foxworthy Avenue. 
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SPECIFICATIONS 
SANTA CLARA COUNTY FLOOD CONTROL 
AND 
WATER CONSERVATION DISTRICT 
ZONE C#-1l (CENTRAL) 


SUPERVISORIAL DISTRICT #2 


for the construction of Foxworthy Storm Drain from 
Jarvis Road to Plummer Avenue, 


SCOPE 
The work to be done under these plans and specifications consists 
of constructing the Foxworthy Storm Drain, Santa Clara County, California. 
Construction shall conform to locations, dimensions and types 
shown upon accompanying plans. The construction and installation of 
pipes and all appurtenances and incidental work in connection therewith 
shall be performed in such manner as to make a complete project. 
STANDARD SPECIFICATIONS 
The work shall be accomplished in accordance with appropriate 
provisions of construction details, Section 1 to Section 94, inclusive, 
of the Specifications entitled "State of California Department of 
Public Works, Division of Highways, Standard Specification, January, 1960", 
insofar as they apply. Said specifications are herein referred to as 
the Standard Specifications, and are hereby made a part of these 
specifications. In the event of conflict between the Standard Specifica- 
tions and the Special Provisions of these specifications, the latter 
shall apply. 
GENERAL PROVISIONS 
The work to be accomplished under this contract shall be in 
accordance with the “General Provisions of Specifications” attached 
hereto and made a part of these specifications. In the event of 
conflict between the General Provisions and these Special Provisions, 
the latter shall apply. The General Provisions shall govern over 


the Standard Specifications. 


SPECIAL PROVISIONS 
ae Schedule of Work « The contractor may arrange his own 
sequence of operations in prosecuting the major divisions of 


worl. 


SPECIAL PROVISIONS 

be Trench Excavation and Backfill - Trench excavation and 
backfill shall conform to the provisions of Sections 19-3 and 
65-1.03 of the Standard Specifications except as herein modified. 

Trenches are to be shored according to the provisions of the 
State of California Department of Industrial Relations Bulletin 
No. 105, dated December, 1949. 

Backfill shall be carried up to the finish ground line as 
shown on the plans or as directed by the Engineer, except for that 
portion of trench in Foxworthy Avenue. This areatshall be backfilled 
and pavement replaced to meet the existing street grade. 

The Contractor's option in selecting backfill material provided 
for in Section 19-3.06 of the Standard Specifications will not be 
allowed for that portion within the existing paved surface of 
Foxworthy Avenue. Additional backfill of existing channel along 
Foxworthy shall be made with native material to bring the backfill 
up to finish ground as shown on the plans. 

Payment for conforming to the provisions of this section will 
be included in the contract unit price paid per lineal foot of pipe 
and shall include furnishing all labor, materials, tools, and 


equipment and no additional allowance will be made therefor. 


SPECIAL PROVISIONS 

ce Disposal of Excavation - Material excavated in excess of 
that amount required for backfill to complete the project shall 
become the property of the Contractor and shall be disposed of 
off the limits of work at his expense and no additional allowance 


will be made therefor. 


SPECIAL PROVISIONS 


d. Reinforced Concrete Pipe-Reinforced Concrete Pipe shail 


be installed true to line and grade as shown on the plans and in 
accordance to the applicable provisions of Section 65 of the 
Standard Specifications, except that external bands will be re- 
quired. All reinforced concrete pipe shall be Class III. 

The application of external bands shall follow the laying 
closely, never being more than five lengths of pipe behind the 
laying. The external surface of the pipe at the joint shali be 
cleaned and wetted to insure proper bond of the banding mortar 
with the concrete of the pipe. Care shall be exercised to make 
a union between the band and the mortar which was placed under 
the joint before the pipe sections were abutted. The bands shail 
have a minimum thickness of 3/4 inch and a minimum width of 
6einches,. The edges of the band shall adhere to the pipe surface to 
prevent peeling. Existing pipe shall be carefully salvaged and 
relaid as shown on the plans. All joints shall be cleaned of mortar, 

Excavation and backfill shall conform to Section (b) of 
these Special Previsions entitled "Trench Excavation and Backfill.,*® 

Payment for complying with the above requirements will be 
made at the contract unit price per lineal foot of reinforced 
concrete pipe and shall include trench excavation, backfill, labor, 
materials, tools and equipment necessary to install the pipe and 
no additional allowance will be made therefor. 

NOTE: If pipe to be relaid is damaged from causes, 

other than contractor's negligence, the District 


will pay for necessary replacement of pipe at 
net cost of pipe. 


56 


SPECIAL PROVISIONS 
e, Corrugated Metal Pipe - Corrugated metal pipe shall be 
salvaged and re-installed as shown on the accompanying plans and 
shall conform to Section 66 of the Standard Specifications. 
Excavation and backfill shall conform to Section (d) of 
these Special Provisions entitled "Trench Excavation and Backfill." 
Payment for salvaging and re-installing corrugated metal pipe 
will be made at the contract unit price per lineal foot of corrugated 
metal pipe, and shall include excavation, backfill, furnishing all 
materials, labor, tools, and equipment and no additional allowance 


will be made therefor. 


SPECIAL PROVISIONS 
f. Standard Manholes - Manholes shall be constructed in 
accordance with the details, elevations, and locations shown on 
the plans, and shall conform to the applicable provisions of 
Section 71 of the Standard Specifications. 
Manhole frames and covers shall conform to the standard 
details shown on the plans and shall be seated in 1/8 inch by 
1/2 inch cromated felt, Darcoid #5-249, or equal, as directed 
by the Engineer. 
Excavation and backfill shall conform to Section (d) of 
these Special Provisions entitled "Trench Excavation and Backfill." 
Payment for complying with the above requirements will be 
at the contract unit price per manhole and shall include excavation, 
backfill, frames, covers, steps, labor, materials, tools, and 


equipment and no additional compensation will be allowed therefor, 


SPECIAL PROVISIONS 

@e Pavement Removal and Restoration ~ Pavement removal and 
restoration shall be according to Santa Clara County Ordinance 
N.S. 7OL.1 except that the fee requirements will be waived, and no 
jetting will be allowed. 

Payment for conforming to this requirement will be included 
in the contract price paid for that item of work requiring pave 
ment removal and restoration, and no additional allowance will be 


made therefor, 


SPECIAL PROVISIONS 

he Sacked P.C.C. Riprap - Sacked concrete riprap for an 
intake structure shall be placed as shown on the accompanying plans 
arid as directed by the Engineer, Sacked concrete riprap shail 
conform to the applicable provisions of Section 72-3 of the 
Standard Specifications. 

Full compensation for complying to the above requirements 
will be paid for at the contract unit price per cubic yard for 
sacked concrete riprap and shall include full compensation for 
all necessary excavation and backfill, furnishing all labor, 
materials, tools, and equipment and no additional allowance will 


be made therefor. 


SPECIAL PROVISIONS 

Le Maintenance and Cleanup - Maintenance and cleanup shall 
be as specified under the General Previsions of the Specifications, 
except that payment will be paid for at the contract lump sum 
price for maintenance and cleanup, and shall include full compen= 
sation for all labor, material, tools, and equipment and no additional 
allowance wlll be made therefor, 

Je Miscellaneous = There will be no payment for miscellaneous 
items of work, The cost of these items shall be incidental to the 


job and included under other items of work. 


10. 


ENGINEERSS ESTIMATE 


The following quantities are approximate and are given 
ag a basis for the comparison of bids only. The Santa Clara 
County Flood Control and Water Conservation District doeg not, 
expressly or by implication, agree that the actual amounts of 
work will correspond herewith, but reserves the right to ine 
crease or decrease the amount of any items of work or portion 
thereof as may be deemed necessary or expedient by said District. 


Le 625 linear feet 24" reinforced concrete pipe (Class III 
AASHO, M-179). 


&e L775 linear feet 24" reinforced concrete pipe (relaid). 
38 20 linear feet 30" corrugated metal pipe (relaid). 

Lb g L standard manhole with solid cover, 

5e lL standard manhole with grated cover. 

be 5 cubic yards sacked P.C.C. rip-rape 

ve WMasntenance and cleanupe 


Li. 


BID FORM 
(To be detached from specifications when submitted) 


Honorable Board of Supervisors 
Santa Clara County Fleod Control 

and Water Conservation District 

79 West Rosa Street 

San Jose 10, California 
Gentlemens 

The undersigned, having carefully examined the plans and 

specifications and read the instructions set forth in the 
advertisement calling for bids for the construction of Fox«= 
worthy Storm Drain from Jarvis Road to Plummer Avenue, Zone 
C-1 (Central), of the Santa Clara County Flood Control and 
Water Conservation District, and having visited the site of 
the work and made myself (ourselves) familiar with the conditions, 
hereby propose to furnish all the material and do all the work 
required to construct and to complete said work in accordance 
with plans and specifications at the following prices. In 


case of a discrepancy between unit prices and totals, the unit 


price shall prevail, It is understood that the Board of Super# 


or irregularities in this bid, 


TOTAL BID 


le 


BID FORM (Cont'd) 


as 
TTE 


7 ITEM WITH UNIT PRICES ——UNTT PRICE TOTAL SUBCONTRACTORS 
WRI 


N IN WORDS __ NAME 
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Be 625 Linear feet 24" reine 
forced pipe at 


per lin. ft.e, 
complete in place. 


26 175 Linear feet 24" reine 
forced concrete pipe 
relaid at 


per lin. 


ft., complete in place. 


3 20 Linear feet 30" reine 
forced concrete pipe 
relocated at 


aed 


per lin. 


ft; complete in place. 


be 1 Standard manhole with 
solid cover at 


a 


» enamrcants 


eache 


Be i Standard manhole with 
grated cover at 


each 


complete in place. 


6s 5 Cubic yards sacked P.C.C. 
riprap at 


per cue yd. 


compiete in place. 


fe Lump Sum Maintenance and cleanup 
the lump sum of 


Lump Sum 


FORM (con ) 
ERR NALA ARS CRATER AOL RANE AI 


ted. 
Sees teint Fe 


I (We) agree to begin work on or before 


and to complete it within working days there 
after and that in case I (we) default in the execution of the 
required centract, or in the furnishing of the District with 

the necessary bond, within the time fixed by the law under 

which the call for bids is made, that the proceeds of the check 
accompanying this bid shall be forfeited and become the property 
of the Santa Clara County Flood Control and Water Conservation 


District, State of California, 


Siegneds ae fob 
Dates 
Address: 


Phone Number?e 2 
Contractor's California 
License Number3 


SAAT SAA ARCA 


